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PRODUCT

BAR CODE(S)

SCAN PATTERN

DEPTH OF FIELD
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10 VLDs - 658 nm + 5 nm

8.4 mW (peak)

711 mm - 1625 mm (28” - 64”)

864 mm (34.0”)

0.33 mm (13 mil)

2.8 m/sec (550 ft/min)

13,860 lines per second 

4

40

160

Autodiscriminates all standard
1D bar codes

PC Keyboard Wedge, RS232,
Stand Alone Keyboard, USB

2.5:1

825 mm (32.5”)

445 mm (17.5”)

262 mm (10.3”)

25.0 kg (55.0 lbs)

28 VDC

168 watts

106 watts

Class II; Class 2

FCC Class A; CISPR Class A

0°C to 40°C (32°F to 103°F)

-40°C to 60°C (-40°F to 140°F)

5% to 95% non-condensing

297 Lux (3200 footcandles)

15 VLDs - 658 nm + 5 nm

8.4 mW (peak)

711 mm - 1625 mm (28” - 64”)

1245 mm (49.0”)

0.33 mm (13 mil)

2.8 m/sec (550 ft/min)

20,790 lines per second 

4

60

240 

Autodiscriminates all standard
1D bar codes

PC Keyboard Wedge, RS232,
Stand Alone Keyboard, USB

2.5:1

1207 mm (47.5”)

445 mm (17.5”)

262 mm (10.3”)

36.3 kg (80.0 lbs)

28 VDC

252 watts

159 watts

Class II; Class 2

FCC Class A; CISPR Class A

0°C to 40°C (32°F to 103°F)

-40°C to 60°C (-40°F to 140°F)

5% to 95% non-condensing

297 Lux (3200 footcandles)

Light Source

Laser Power

Scan Area

Depth of Scan Field

Width of  Scan Field

@ Bar Width

Conveyor Speed (max speed - bar code dependent)

Scan Speed (maximum)

Focal Planes

Scan Lines / Focal Plane

Total Scan Lines

Decode Capability

System Interface

Bar Code Aspect Ratio

Length

Width

Height

Weight

Input Voltage

Power 

Operating Current

Laser Class (CDRH; EN)

EMC 

Operating Temperature

Storage Temperature

Relative Humidity

Light Levels (maximum)

5 VLDs - 658 nm + 5 nm

7.8 mW (peak)

788 mm - 1600 mm (31” - 63”)

457 mm (18.0”)

0.33 mm (13 mil)

1.8 m/sec (350 ft/min)

5,600 lines per second 

4

20

80 

Autodiscriminates all standard
1D bar codes

PC Keyboard Wedge, RS232,
Stand Alone Keyboard, USB

2.5:1

350 mm (13.8”)

338 mm (13.3”)

178 mm (7.0”)

11.0 kg (25.0 lbs)

12 VDC

69 watts

43 watts

Class II; Class 2

FCC Class A; CISPR Class A

0°C to 40°C (32°F to 103°F)

-40°C to 60°C (-40°F to 140°F)

5% to 95% non-condensing

297 Lux (3200 footcandles)

5 VLDs - 658 nm + 5 nm

8.4 mW (peak)

711 mm - 1625 mm (28” - 64”)

483 mm (19.0”)

0.33 mm (13 mil)

2.8 m/sec (550 ft/min)

6,930 lines per second 

4

20

80 

Autodiscriminates all standard
1D bar codes

PC Keyboard Wedge, RS232,
Stand Alone Keyboard, USB

2.5:1

445 mm (17.5”)

445 mm (17.5”)

262 mm (10.3”)

12.3 kg (27.0 lbs)

28 VDC

84 watts

53 watts

Class II; Class 2

FCC Class A; CISPR Class A

0°C to 40°C (32°F to 103°F)

-40°C to 60°C (-40°F to 140°F)

5% to 95% non-condensing

297 Lux (3200 footcandles)

5 VLDs - 658 nm + 5 nm

7.8 mW (peak)

914 mm - 1266 mm (36” - 64”)

559 mm (22.0”)

0.33 mm (13 mil)

1.8 m/sec (350 ft/min)

5,600 lines per second 

4

12

48 

Autodiscriminates all standard
1D bar codes

PC Keyboard Wedge, RS232,
Stand Alone Keyboard, USB

2.5:1

350 mm (13.8”)

338 mm (13.3”)

178 mm (7.0”)

11.0 kg (25.0 lbs)

12 VDC

69 watts

43 watts

Class II; Class 2

FCC Class A; CISPR Class A

0°C to 40°C (32°F to 103°F)

-40°C to 60°C (-40°F to 140°F)

5% to 95% non-condensing

297 Lux (3200 footcandles)

5 VLDs - 658 nm + 5 nm

7.8 mW (peak)

660 mm - 1260 mm (29” - 38”)

310 mm (12.0”)

0.25 mm (10 mil)

1.8 m/sec (350 ft/min)

8,400 lines per second 

4

20

80 

Autodiscriminates all standard
1D bar codes

PC Keyboard Wedge, RS232,
Stand Alone Keyboard, USB

2.5:1

350 mm (13.8”)

338 mm (13.3”)

178 mm (7.0”)

11.0 kg (25.0 lbs)

12 VDC

69 watts

43 watts

Class II; Class 2

FCC Class A; CISPR Class A

0°C to 40°C (32°F to 103°F)

-40°C to 60°C (-40°F to 140°F)

5% to 95% non-condensing

297 Lux (3200 footcandles)

1 VLD - 650 nm + 10 nm

0.85 mW (peak)

254 mm - 559 mm (10” -22”)

280 mm (11”)

0.19 mm (7.5 mil)

0.8 m/sec (150 ft/min)

1,250 lines per second 

1

25

25  

Autodiscriminates all standard
1D bar codes

PC Keyboard Wedge, RS232,
Stand Alone Keyboard, USB

2.5:1

312 mm (12.3”)

262 mm (10.3”)

109 mm (4.3”)

5.2 kg (11.5 lbs)

11-30 VDC

15 watts

9 watts

Class IIa; Class 1

FCC Class A; CISPR Class A

0°C to 40°C (32°F to 103°F)

-40°C to 60°C (-40°F to 140°F)

5% to 95% non-condensing

297 Lux (3200 footcandles)

1 VLD - 650 nm + 10 nm

0.55 mW (peak)

203 mm - 457 mm (8” - 18”)

254 mm (10”)

0.19 mm (7.5 mil)

0.8 m/sec (150 ft/min)

1,250 lines per second 

1

20

20  

Autodiscriminates all standard
1D bar codes

PC Keyboard Wedge, RS232,
Stand Alone Keyboard, USB

2.5:1

203 mm (8.0”)

216 mm (8.5”)

97 mm (3.8”)

3.5 kg (7.8 lbs)

11-30 VDC

15 watts

9 watts

Class IIa; Class 1

FCC Class A; CISPR Class A

0°C to 40°C (32°F to 103°F)

-40°C to 60°C (-40°F to 140°F)

5% to 95% non-condensing

297 Lux (3200 footcandles)

1 VLD - 650 nm + 10 nm

0.68 mW (peak)

76 mm - 254 mm (3” - 10”)

152 mm (6”)

0.19 mm (7.5 mil)

0.8 m/sec (150 ft/min)

2,000 lines per second 

1

20

20 

Autodiscriminates all standard
1D bar codes

PC Keyboard Wedge, RS232,
Stand Alone Keyboard, USB

2.5:1

198 mm (7.8”)

185 mm (7.8”)

79 mm (3.1”)

2.4 kg (5.2 lbs)

11-30 VDC

13 watts

8 watts

Class IIa; Class 1

FCC Class A; CISPR Class A

0°C to 40°C (32°F to 103°F)

-40°C to 60°C (-40°F to 140°F)

5% to 95% non-condensing

297 Lux (3200 footcandles)

5 VLDs - 658 nm + 5 nm

7.8 mW (peak)

508 mm - 965 mm (20” - 38”)

305 mm (12.0”)

0.25 mm (10 mil)

1.8 m/sec (350 ft/min)

5,250 lines per second 

5

15

75 

Autodiscriminates all standard
1D bar codes

PC Keyboard Wedge, RS232,
Stand Alone Keyboard, USB

2.5:1

254 mm (10.0”)

282 mm (11.1”)

140 mm (5.5”)

9.0 kg (20.0 lbs)

12 VDC

53 watts

34 watts

Class II; Class 2

FCC Class A; CISPR Class A

0°C to 40°C (32°F to 103°F)

-40°C to 60°C (-40°F to 140°F)

5% to 95% non-condensing

297 Lux (3200 footcandles)


